TORBA ÇAĞDAŞ HOMES

TECHNICAL SPECIFICATIONS

Construction 

ISO 9001:2000, TSE, and the construction quality of KGS documents are registered in accordance with all building regulations are being 1.Sınıf earthquake and concrete tests are available. Class 30 concrete and steel in the BS skills BÇIIIA reliability of equipment by using the living space is kept at higher levels. base construction is used in the construction of raft foundation. 20 year carrier system (reinforced concrete) guarantee. External walls with heat regulation appropriate to the protected 1.Sınıf gas concrete materials, roof insulation and heat and water, the concrete is taken into consideration. Gas concrete is used in partition walls. Riding with heat insulation and aluminum joinery Joinery is 1.Sınıf. interior doors in the natural coating, is outside the massive doors. 

• Internal Locations 

In indoor locations, bed and dressing rooms are wrapped with 1.Sınıf lamine parke, vestibule and hall, kitchen, bathrooms, halls and dining rooms of marble 1.Sınıf, balconies and terraces are furnished to the 1.Sınıf domestic ceramics. All walls are painted gypsum plaster with the water-based paint. Plastic paint on ceilings, balconies and terraces in the outer coating materials are used front and outside paint. Parents in the Hilton-type bathroom sink, the other in the bathroom sink is the pillar. Moreover, parents in a bath tub, Shower Cabin is located in the other bathroom. Asthma is a closet with closet and bury reservoirs. 

• External Locations 

Partners in the project area with appropriate landscaping regulations rich, gardens and pedestrian paths are illuminated. Each circle in the garden for irrigation taps were placed. 

• Mechanical and Electrical 

All rooms in houses and rooms for the separate air-conditioning installation of the infrastructure is ready. Electrical installation, strong currents, the project is suitable for internal installation regulations and specifications. Her home phone line infrastructure built for 4 with a dish antenna TV systems are available for infrastructure. Plugs and switches to TSE and EN standards is appropriate LEGRAND brand or equivalent. Coaxial cable in every house and place the main use of TV you have. 

• Joint Use 

130 m2 and 105 m2 in the joint-use site including 2 swimming pools and restaurants and the beach side of the wharf is 245 m2.

